To simplify the counting of vehicles, doitelectronically.
Here is a system, employing an electric eye, which has
been permanently installed for continuous recording. Note
that both the light source and the impulse eye (photo—
electric cell) are housed in steel boxes and protected by
steel posts; the eye isfurther protected by being positioned
on a concrete curb. Covers for both boxes should be kept
locked.

Impulses received by the eye when a vehicle breaks the
beam are transmitted by cable to arecording device. The
eye is sensitive to the red spectrum and a red beam of
light is created by passing it through a red filter placed
in front of the light source across the roadway.

je——— Roadway ——M

S Light Beam
Eye Unit —~{__tb§’f_*:_ e e e Light Source
N — i = - T_—%" Pipe Conduit 14-3 UF Cable

Under Road to 110 V.A.C. & Counter

PLAN

Box,"’/g' W.P. Plywood: 18%’" L.~6" H.=5%" W. Box—%" W. P. Plywood: 6%" L.—-7%" H.—8"

3 Terminal Barrier Strip - - 3 Terminal Barrier Strip

%" Cork Gaskets

o S T T Tgmshes . Y T

Eye Unit —7 b A Light Shis /| fle—— Light Source
J] 1 114 Red Plastic Filter & Glass Lens——ﬂ /A I
G —— -2 T — — — —

§

v Pipe
T 2 S/ ?___
1 L—————3/16" St. Base Plates \
3/16"" St. Gussets \

2" Steel Pipes=5"" Long

%"’ T.W. Conduits
Welded to Pipe

Road Surface

Crsiin Grade
TTZRTRO7R 7 I T T //tm
1 i : l 1} | |
| l|| l %' Pipe Conduit | l|| : I
C . —’—W\—

r_ e \ _’: 14=3 UF Cable L———}I}lt—-—l— Conc.—|
| | | \ > Light to Eye = | _ 2 l

| = :.—.:::II:_::Q—}:F—_ Ll |
l g, | 14-3 UF Cable Light { | = |
= == .A.C. & Counter— 3 ==y =

¥2"* Anchor Rods { | I ta 110 ¥ ouRter % ] | I E VJ'I' Anchor Rods
| == == | | == 1= |
i ELEVATION ]
| - L
! L, -
I_ _— _l UNITED STATES DEPARTMENT OF THE INTERIOR, NATIONAL PARK SERVICE ELECTRIC
Tre Pank Practies pwm TRAFFIC COUNTER
NATIONAL CONFERENCE ON STATE PARKS  AMERICAN INSTITUTE OF PARK EXECUTIVES Contributed by MICHIGAN
. °AT¢ November 1961 ks 233 H Dept. of Conservation
PRI ]; . 4 A-1211 TRl C.0536-A Park's & Recreation Division




