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WAS WELDED INTO PLACE
Maintenance man James Goodwin at near the display board.
Whiskeytown-Shasta-Trinity National A bottom circular plate is held
Recreation Area (CA) has devised this tightly in place against a 3/8”
sturdy, theft-proof fee collection box. diameter bar stock, welded as a ring
When used in conjunction with a completely around the inside diameter
display board bearing instructions of the casing. The plate is locked on
and a supply of permit envelopes, one side of the casing by short
this box puts day campers on the lengths of bar stock (on its underside)
honor system for do-it-yourself which mate with a similar short
registration and payment of fees. length on the casing wall, thus
The box is a #40 iron pipe casing, (Continued on backside)
20" x 6", capped by a square inch
plate, welded in place. A slot is cut DESIGN . . . A publication of the Park Practice Program

through the pipe wall, under the cap,
for deposit of envelopes and fees. The . October 1981 James Goodwin
box is welded on one side to a 2" or A-1363 [ Control S-1440-A USDI - NPs

3" steel support post, set in concrete
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Latch locked
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Locking pin, /2"’ dia.x 1%’ steel rod —
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preventing that side of the plate from
turning or dropping down. On the
opposite side, a key-operated locking

—<———— One of two padlock holes

plate is rotated over the top of the in-
side ring to hold the plate up. H
The shaft of the locking device also

prevents rotation of the plate. With
the tee-shaped pipe key withdrawn, a
sturdy pad lock through holes in a
¥4"pipe shield around the locking
shaft makes the box theft proof.
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SECTION OF LOWER PART OF COLLECTION BOX
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