Ranger
Station

The St. Paul District Corps of
Engineers designed this ranger
station which is located at Cross
Lake, Crow Wing County, Min-
nesota. The building is occupied
only during the summer months
and there was no need for plumb-
ing. Special consideration was
given to providing a clear line of
sight for incoming traffic plus a
central location for the ranger to
operate inside the building.

Further, the station was to be
close to the entrance and exit
roads, have a public phone that
could be used when the station

was closed and have areas for
prospective campers to wait.

The station is located on top of
a small hill. The close trees were
not harmed from foundation exca-
vations because an expanded
edge slab was all that was neces-
sary. The roof form was chosen
for its horizontal lines and low
profile.

The ceiling is acoustical tile
attached to the structural mem-
bers. Both exterior and interior
walls have a wearing surface of
rough cedar plywood over a wood
frame. The roof is wood framed
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with cedar shakes. The floor s a
colored, reinforced, concrete slab
with an expanded edge, on grade.

This structure received an
Award of Merit in the Chief of
Engineers Design and Environ-
mental Awards Program. This
program is intended to recognize
excellence in the design of, or
environmental achievement re-
lated to, recently completed struc-
tures or area developments by the
Corps of Engineers field operating
activities and their professional
design contract firms.
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Ranger Station (cont’d) A-1942




Ranger Station (cont’d) A-1943
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Ranger Station (cont’d) A-1944



