This restroom was constructed on a concrete slab. Its
walls are 3/4’" plywood with 4’ x 4" posts, 4 feet on
centers. Ceramic tile is used on the showers, lavatories,
and around the urinals. The windows are highin each peak
for daylight, and are above the expanded metal vents for

ventilation.

Built-up Roof

Roof Sump

{ywood
Yy ; l

B T %" Plywood7

SIDE ELEVATION

le—4"'x 4" 41~ Posts —

NATIONAL CONFERENCE ON STATE PARKS

AMERICAN INSTITUTE OF PARK EXECUTIVES

1 Il Il [a] o
[}
j 4 ; ¥
s 4
D0 Oren| 2 e
° c
) 43 G
o = ' :n g P Note:
il Pipe Alley ug@ 4 sk 3 All exterior wall posts
™ Lo -E Shower —» are 4’- 0" O0.C.
IR R =i
5 e
£ Seat
»
T_ " Women = ”J——'—T
T s
|
| =) 1= o 124 =)
|
L s -.
PLAN
UNITED STATES DEPARTMENT OF THE INTERIOR, NATIONAL PARK SERVICE
’ TOILET

°AT¢ December 1970

PLATE 753 H

INDEX B-3306

CONTROL. C-1254-B

Contributed bv
MICHIGAN
Straits State Park




