A standard, flared-end section of concrete pipes used
by the National Capital Parks.
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See Construction Plans For Slope.
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TYPICAL SLOPE DETAIL
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Tongue End on Inlet
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Groove End on Outlet Section

PLAN VIEW

NOTE:
Design of end section shall conform to standard
reinforced concrete culvert pipe.

End Section to be

Bid as Separate Item
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Diam 5’,1,"[-’_”_‘? A B o D R-1 K-2
12 | 3101 | 47 | 220" | a-d4 | 2-07[ 107 | 107
150 | 3101 | 67 | 2-37 | 3107 [20-67| 117 | 12w
187 | 3101 | 9 | 2-37 [ 3000 |3-00| 120 | 15%
21" | 3101 | 97 | 3.0 [3-aw| 36| 13 | 167

= 247 | 3101 | 9w | 37| 2-67 | 40| 147 | 17

277 | 301 [rom | 4| 2o00 [ 46| 15 | e
30" | 3to1 |1-0"| 4-6" [1-7%| 50| 150 | 18k
36" | 3101 [1-37] 53" [20-10%] 6- 0] 207 | 24w
42" | 3101 |19 53 21| e-6| 220 | oy
48" | 3101 [27-07] 6-0 20-27 |7-00] 22 | 28w
54" 24101 (23] 550 | 2o | 76| 24 | 330
60" | 2101 [2-6"] 5-0" |33 |8-07] 247 | 3%
66 | 2to1 |2-0"| 6-6" [10.97 |8-¢6| 247 | 367
72 | 2101 |2-07| 66 | 1-9 | 90| 24 | 39
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