An attractive trailside label holder designed and
built to resist weather damage and vandalism.

Labels proper are typed or printed on bond paper -
in color, if desired — then laminated in plastic. These
are placed in the aluminum frame from the top after
which the top section of mitered frame is fastened in

place with soft aluminum rivets.

The steel pipe post, set 18 inches in the ground,
is filled with concrete. A steel rod welded crosswise
near the bottom end of the post will serve as a toggle
and make unauthorized removal difficult.

May be fabricated in park mechanical shops, or
purchased on the open market for less than $10 in
quantity lots.

ﬂ F 3/32" Hole ﬁd—Buﬂonhead rivet
N P — r, )
\ Shaped aluminum molding / e
N~ i Y

Remove to replace card

7 3

63/3" -

Angle flange threaded
to accommodate bolt

A

g
S
o
"
™

INTERPRETIVE CARD

Printed portion shown by shaded are

l«——1" 1.D. Steel
pipe filled
with concrete

43/s|l

PN
St

|¢———————As required

ELEVATION

Hole in aluminom

A ° . m—
\\ Aluminum ‘/;"——l countersunk to’ /
o accommodate bolt /
O mg—
| > ‘
/7 ! S
|/ A\
ol I V| %" Flathead
'?3""_1"—,]'— bolt 15" long %
| |\\ ! //; !
[ sqer I I
o !
| © |
1 | I
of e
= :
0 i =y = "
PLAN

United States Department of the Interior, Notional Park Service

THE PARK PRACTICE PROGRAM

National Conference on State Parks @ Nationcl Recreation &Parks Association

TRAIL LABEL HOLDER

°4¢  November 1959 | **' 123 B

INDEX 1-6701 conTROL 5-0383-1

Contributed by

NATIONAL PARK SERVICE
U.S. Department of the Interior




