
A camp lay-out pictured here assumes a lake-front site 
and a capacity range of from 48 to 64 campers, which are 
the extremes specified for a medium-sized camp. The plan 
divides the campers into two units, each unit supplied with 
a lodge and a latrine. The sleeping cabins indicated are of 
the "saddlebag" type recommended in camps for very small 
children—a counselor's room and entrance porch flanked by 
two four-cot campers' rooms. Thus each unit accommodates 
32 campers and from four to eight counselors. 

For older children or adults eight four-bed tents or cabins 
in each unit are a preferable arrangement. Better still than 

two such units are three units of four or five four-cot tents 
or cabins, with a leader's cabin, lodge, and latrine to serve 
each unit. 

In camps of this capacity, dining lodge, central washhouse, 
and separate quarters for the director and central staff and 
for help are probably essential; administration building and 
garage are less important. In the absence of a building that 
is specifically an infirmary, a cabin can serve when illness 
descends on the camp. Nature study and craft work in a 
camp of this size can be outdoor pursuits mainly. In incle­
ment weather the unit lodges can harbor these activities. 

KEY 

A Administration Building 

D Dining Lodge 

S Staff Quarters 

H Help's Quarters 

G Garage 

B Central Wash House and Laundry 

P Service Court 

L Unit Lodge 

U Unit Latrine 

T Campers Cabins (or tents) 

Paths — Service Trails 

\7ntc 7t»tcaK«£ (Zettfetettce <XK Suite "P<vt6e ORGANIZED 
in cooperation with */V*e 'JtotiOH^li "PeVl6 S&UttCe j CAMP " B " 

d o " March 1963 i P ' ° ) e 3 05 B Contr ibuted by 

i"d«x
 Q _ 5 0 0 1 [control c 0 7 2 5 o I N A T I O N A L P A R K S E R V I C E 

i i ' 

file:///7ntc

