
GENERAL NOTES 

1. Al l posts, beams and fascia boards shall be rough sawn western 
cedar. 

2. Bench supports, seat and back shall be S4S western cedar. 
3. Roof framing shall be yellow pine constructed with galv. steel 

connector plates on both sides of all joints. 
4. Connect roof framing members to beams with Teco Trip-L-Grip 

framing anchors. 
5. Al l bolts, nuts, washers and clip angles shall be galvanized. 
6. Siding shall be rough sawn, reverse board and batten, western 

cedar. 
7. Roof shakes shall be red cedar handsplit shakes. Include pre­

fabricated ridge shakes. 
8. Roof shakes and fascia boards shall be finished with Olympic 

Stain "Co f fee" or equal. 
9. Wood post, beams, siding, bench seat & back roof framing mem­

bers & bottom of sheathing shall be Olympic Stain #725 or equal. 

(See page R-4153, 4155 & 4156) 

- rJ2 ' "JTJ^TL '^ : ; : r : „ 1X£««I BENCH SHELTER 
THE PARK PRACTICE PROGRAM 
No,i..d c..<.,..c...st...P.,k. . No.,onoi R. c , . . . i . ^p . ,k , *» . . , .« . . C o n t r i b u t e d b y 

DA,E December 1973 "-"E 936 B U.S. ARMY 
"< M * R - 4 1 5 4 CONTIOL F - 1 3 8 4 - R ( 2 ) C o r p s of E n g i n e e r s 




