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This DESIGN sheet illustrates a por-
tion of a land use map such as used by
the National Park Service on national
parkways to maintain the appearance of
the planned roadsides, including vista
and brush clearing, mowing limits, extent

of pastures and croplands and reforested areas. Copies of
such plans are furnished to all maintenance foremen,
agronomists and others concerned for handy reference,
thus eliminating oral or other easily misinterpreted in-

structions.
Brush-clearing—»/
Line /

/
Open Woods — ¢ »
L

Stone-paved Gutter

Typical Area for
Natural Reforestation

Top of Cut Existing

/

/ 1
/

‘ 1}
\ Mile Post % Typical Natural l
\ Regeneration 1
> ~ Mowing Line }\ of Shrubs !
1

Typicc;l Natural Wooded Shrubs

o Area and Shrub Bay
//

20" Qa,k

Q\

Mixed Deciduous

and Evergreen Woods

Joseph Doe

Existing Deciduous Woods

Rock Outcrop (Unstable)

Boundary for Property of the United States Government

Vista Thru Foliage
(Canopy Vista)

‘\O

~

Typical area to be kept

o
&
&3 ‘og; open by agency maintenance,
O)_\":' & & by lease, or by permit for
2 = o .0 pasture, cultivation, etc.
F& 25
N )
o X
o
Stone Guardwall ©
. Typical A <
Blacktop Walk ] yp|c0|. rea Contro|.|ed %
ik B Corb by Special Use Permit e
Wint Stons Lur or Scenic Easement ¢
Mowing Line 3
Y °
4 The Hational Conference on State Parks ( TYPICAL
/ in cooperation with 748 ”M PMé Smcce l LAND USE MAP
I
dote July 1963 |plate 326 B J Contributed by
0 1 200° index o 4300 contrel ¢ ens o j NATIONAL PARK SERVICE






