Concrete beaches, such as this one
developed in West Virginia, have certain
advantages over the less expensive sand
beaches. Eliminating ‘‘washing’’ and
other forms of erosion, they likewise
minimize bottom turbulence when ex-
tended under water. Bathing areas are
easier to define and control when con-
crete beaches are used. Surface should
have a non-skid screeded finish for
safety. Initial costs are greater, but if
properly built, beach maintenance costs
are lowered.

A 4" Concrete
4"
[ L i / on Gravel
B | B ::_‘: _____ 3? T AT
LE:——:: N _— Expansion Joints j X 3
L s F
1 o :: \\3/8"" ——
| R 11-811 , ﬂ’ v iCa
bzzzz——drm oo ao)
Lo |
+ o :
B 1 SECTION B-B
|:::"::'\l’|" 1 Footers
| I | —
e
5 A
n A.‘— 4’ ,6"

PLAN

SECTION A-A

4"" Conc. on S, W ,'I 2
4" Gravel . J . e L
Expansion Joint b, 1 B
5/8” § Every 24" Vert. ST o 7
%’ 4 at 18" 12
. C. C. Both Ways
™
. 20" Wide 127
=)
I . a8
® |, J .| 3/4"d at 12’ C. C. Both Ways
—— ol ) Pt s |
2'-0" 746 7z e , gy s p , | CONCRETE BEACH
in cooperation with 746 %M pdﬁé SW L
date ~ |plate
December 1957 42 (rev.) Contributed by WEST VIRGINIA
DETAILS OF SECTION A-A o L — Conservation Commission






