A practical solution to the problem of
providing economical changing facilities
for bathers. Note that the toilet areas are
under cover, while the changing areas are
left open to be dried by sunlight. A course
of precast concrete louvre blocks along the
bottom on both sides will further aid in
keeping air circulating inside. The over-all
architectural lines are pleasing, and the
building lends itself to placement at pools
as well as at natural-type bathing areas.

12
/3112

3 “
/ 2'.35/8

.
H Jhl
B

4'-4"

SIDE ELEVATION

|

SECTION X-X

Wood Sheathing

T A —
————— —— - LT T T T :
= T o concrete 1] | :

|
H

10” S4S Boards 8” Exp.

PRt - ? e T ‘BlocﬁﬁQAT_E i : A _ T o il |
HALF FRONT and REAR ELEVATION
73'—8" |
—_— Tﬂ_ l
EEEES
s S () I () Shelf and Mirrors
i; Men's Dressing Area . PARKING w Women's Dressing Area
| " g a4 T

| 18°— 6" | 13- 4" I 10-0 |
T = |

FLOOR PLAN

e Januvary 1957 plae 9 (rev.) Contributed by MAINE
0 o 12¢ Tnde% PP State Park Commission

R-4700 C-0134-R Plan SG-107 Sheet 2 of 15




