
Four methods of storing canoes at the waterfront 
offered by the American National Red Cross. The 
amount of available space, accessability requirements, 
and the degree of protection necessary will determine 
the appropriateness of the design selected in each 
instance. 

Canoes stored f l a t . Any canoe immediately ava i lab le . 

Requires natural shaded s i te . Wasteful of space, but simple 

and inexpensive to b u i l d . 

Most economica l of ground space, 6 ' by length of canoes . 
Canvas roof has f u r l i n g r i g g i n g in case of w ind s torm. 
Canoes lashed w i t h storm l ines. 
18' canoes i l l u s t r a t e d ; w i t h ca re fu l p lann ing a stack of 
e igh t 15' ' O j i b w a y ' w i l l f i t in same ove ra l l he igh t , 5 ' to top 
cross-bar . 

More 

economical 

manner of storing 

canoes on two-bar rack 

First one f lat , others nested 

against each other. Provides ade­

quate three-point support, but free selec­

tion of canoes is d i f f icu l t . Do not nest 

steeper than 4 5 * a n g l e . Equip rack with 

storm lines unless si te is completely 

^ x _ protected. 

Keep These 

Measurement 

Minimum 

Possible 

According to 

Size and 

Shape of 

Canoes 

Single bar rack , conven ien t for a d u l t 
one-man h a n d l i n g . Any canoe immedia te ly 
a v a i l a b l e . 

Requ i res na tu ra l shaded s i t e , and ample 
ground space . L a y o u t i s based on 18* 
gu ide canoes . 
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