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SAFE MOVEMENT OF CONSTRUCTION EQUIPMENT

These safety rules were originally written in 1962 by Roy D.

~ Woodworth, then Safety Director of Liberty Mutual Insurance

Company. Reprinted here is a revision by Eugene W. Robbins,

American Road Builder’s Association,from a CONSTRUCTION

SAFETY RELEASE published by the National Safety Council, 425
North Michigan Avenue, Chicago, 111. 60611.

Over-the-road movement of heavy construction equipment deserves
careful planning by the contractor to avoid hazards to workmen and
to the general public.

Following are some suggestions for moving the equipment, unloading
it at the job site, and parking it to minimize costly accidents on high-
way construction jobs where traffic must be maintained.

Transporting Equipment
1. Learn and obey all state laws governing movement of equipment.
2. Obtain necessary movement permits.

3. Observe weight limits for highways and bridges.

4. Plan traffic routes toavoid overhead obstructions, dangerous inter-
sections, sharp turns, heavily populated areas, and similar hazards.

5. Avoid overhanging loads. Attach warning flags to loads that must
extend.

6. Lash all loads to prevent their shifting.

7. Secure the ends of chains so that they will not swing.

Unloading Equipment at the Job Site

1. Warn motorists by using flagmen, signs, barricades, flashers,
torches, or other means.

2. Avoid unloading equipment near the crests of hills.

3. Remove trailers and prime movers from the highway as soon as
possible.
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